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Can be reliably contained 

Can be reliably contained 

<320 JJ.g/kg 

Can be reliably contained 

<140,000 JJ.g/kg 

Can be reliably contained 
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1,000 750 soo 200 75 so 

Total PAHs* 170,000 130,000 6g,ooo 35,000 13,000 5,4oo 

1,2,3,7,8-PeCDD 1 1 1 0.2 0.2 0.009 

2,3,4,7,8-PeCDF 0.003 0.002 o.ooo8 o.ooo8 o.ooo8 o.ooo8 

2,3,7,9-TCDD 0.002 0.002 0.002 o.ooo6 o.ooo6 o.ooo6 

DDx 160 
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Off-ramps 

Grid Cell 

ED_000959_Converted_PSTs_00097080-00013 11/22/2017 

Nav Channel, 
Future Dredge 

Area 

Earlier Final 
Remedy Area 

{M&B Cap) 

Removal 

No Technology 
Specified 
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Technology Assessment Scoring Dredge 
Cap Cap 

Wind/Wave Zone? NC 
1 0 

Erosive? -1 

Hydrodynamics Depositional? (<2.Scm/year or 
-1 1 1 

Subsurface:Surface Ratio>2)? 

Shallow? 1 -1 0 

Slope 15-30%? 1 

Sediment Bed 1 NC 

Characteristics 
Slope >30% 0 

Rock, Cobble, Bedrock Present? -1 1 1 

Structures/Pilings? -1 1 1 

Anthropogenic 
Prop Wash Zone? 1 0 NC 

Influences 

Moderate or Heavy Debris? -1 0 1 

Sum Scores for Each 
Technology Score 

Technology 
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Acres 

B 0.9 2.8 0 5.5 

c 1.7 4.5 0 6.7 

D 4.0 8.9 0 10 

E 4.8 14 0 15 

F 13 48 0 29 

G 0 
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Acres 

B 19 47 0 2.5 0.8 

c 25 56 0 2.9 1.0 
D 44 80 0 5.2 1.2 

E 60 133 0 8.7 1.6 

F 209 148 0 15 2.2 

G 
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Acres 

B 1.7 8.3 0 0.5 1.0 

c 2.0 10 1.1 0.6 1.1 

D 4.3 12 2.6 1.1 1.1 

E 4.1 22 3.4 1.8 1.4 
F 11 18 14 5.3 1.4 

G 
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Navigation Channel 
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legend 

Navigation Channel 

In-situ Treatment 

Dredge in Nav-FMD 
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Figure 3.6-4a. Technology Assignments, Alternative D, Site-Wide 
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Legend 

Navigation Channel 
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in Nav-FMD 
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Feet 
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Figure 3.6-Sa. Technology Assignments, Alternative E, Site-Wide 
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Legend 
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In-situ Treatment 
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in Nav-FMD 

• Dredge with Cap 

Feet 

SEMS_295495 



Legend 

Navigation Channel 

In-situ Treatment 

Dredge in Nav-FMD 

• Dredge with Cap 

Figure 3.6-6a. Technology Assignments, Alternative F, Site-Wide 
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Legend 

Navigation Channel 

In-situ Treatment 

Dredge in Nav-FMD 

• Dredge with Cap 

Figure 3.6-6a. Technology Assignments, Alternative F, Site-Wide 
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